SEE LYNCHBURG STD.

DETAIL 27.02 OR 27.03

FOR CONSTRUCTION
CONTINUATION

STANDARD PRECAST
CONCRETE MANHOLE

10/22/2004 — 9:26:16 AM

REMOVABLE PLUG

DROP MANHOLE TEE

USE FLEXIBLE RUBBER
BOOT OR APPROVED
PVC MANHOLE ADAPTOR
IN CORE OPENING

PIPE STRAPS

(STAINLESS STEEL)
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. ALL THRU PIPE SHALL BE FITTED WITH SCH. 40 PVC REMOVABLE PLUG.

. ALL PLUGS SHALL BE SECURED TO THE DROP FITTING WITH 2 FEET OF GALVANIZED
CHAIN SECURED WITH TWO STEEL MACHINE SCREWS, NUTS, AND WASHERS.

. DROP STACK TO BE SCH. 40 PVC PIPE.

. DROP STACK WILL BE STRAPPED TO MANHOLE AT PIPE JOINTS.
STRAPS AND FASTENERS TO BE MADE OF STAINLESS STEEL.

. ELBOW AT BOTTOM OF THE STACK WILL BE A 45° BEND POSITIONED IN
THE DIRECTION OF THE FLOW WITH BENCH CONSTRUCTED TO CONFORM TO
MANHOLE BENCH.
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